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ROZMERY A HMOTNOST STROJA

Dizka: 10 120 mm

Sirka: 2 550 mm 18 500 kg
Vyska: 3 520 mm

KABINA, oto¢na sedacka )

Bezpecnostna odklopna hydraulicky, splinajica ROPS, FOPS, OPS,
s bezpecénostnymi sklami LEXAN-MARGARD, Sedacka vzduchom
odpruzena, vyhrievana a odvetrana s otocnym pracoviskom,
mechanicka otoc.

MOTOR

Typ: CUMMINS 6,7, 6 valcovy

Druh: naftovy, Stvordoby s turbodichadlom
- spliajlci emisny predpis STG V.

Menovity vykon: 194 kW

Menovité otacky: 2 500 min-1

Objem pal. nadrze: 200 [

PREVODOVKA

S hydrostatickym prevodnikom SAUER-DANFOSS a elektro-hydraulicky
radenou dvojstupnovou hydraulickou dvojmotorovou rozvodovkou,
Rezim: cesta/terén, s axialnym regulacnym cerpadlom, s automatikou
pojazdu, axialnym regulac¢nym hydromotorom.

Maximalna rychlost: 34 km/h

NAVIJAK

Druh: dvojbubnovy s volnym odvijanim lana,
pohanany hydromotorom SAEUR-DANFOSS
Ovladanie: elektrohydraulické

Tazna sila: 2x100 kN

Navijacia rychlost: 1,2 m/s max.

Priemer lana/dlzka: 13 mm /75 m

RIADENIE

Plnohydraulické servoriadenie zlamovanim ramov okolo zvislych ¢apov
pomocou 2 priamociarych hydromotorov, volantové s nidzovym
riadenim Hydrogenerator riadenia SAUER-DANFOSS

RAMY

Vykyv predného oproti zadnému ramu cez axialne lozisko

s hydraulickou blokaciou

NAPRAVY

S lamelovou uzavierkou diferencialu, ovladanou elektrohydraulicky,

s lamelovymi prevadzkovymi brzdami, ovladanymi brzdicom SAFIM,

s parkovacou brzdou ovladanou hydraulicky. Predna naprava pevna bez
vykyvu, zadna typu boogie. Pevné planétové napravy NAF.

ELEKTRICKY SYSTEM

Napadtie: 24 V

Alternator: 70 A/28 V

Akumulatorové batérie: 12 V/50 Ah, 2 ks
Startér: 4 kW/24 V

HYDRAULICKY SYSTEM

Pracovné hydraulické cerpadlo: 147cm3/ot.
Objem hydraulickej nadrze: 155 |
Pracovny tlak: 240 bar

HYDRAULICKA RUKA
PALFINGER Epsilon $110 F101-N s drapakom FG43S

ZADNY STIT L
sklopny, ovladany hydraulicky ZDVIZNY RAM s vysuvnou klanicou
SFERICKE KLADKY na zdviznom rame

PNEUMATIKY
Rozmer: NOKIAN 600/55-34; 600/55-26,5

VYBAVA NA ZELANIE:

- dialkové ovladanie navijaku a pojazdu

- hydraulicka ruka s drapakom nad navijakom

- zverny oplen na zadnom zdvihacom ramene

- protiSmykové retaze

- klimatizacia kabiny

- svetelna rampa na kabine

- pridavna svetelna rampa

- pneumatiky NOKIAN 710/65-34; 710/55-26,5

- radio (USB)

- bioolej

- Hydraulicka ruka PALFINGER Epsilon X120 F102 alebo X140 F102

- Drapak PALFINGER FG57X

- Skrinky na naradie umiestnené na prednej radlici 2ks

- Navijak 2x120, 2 rychlosti navijania, lano:
priemer/dlzka - 13 mm/120m

- Otocné pracovisko s mechanickou otocou a elektrickou brzdou

- Ochranny potah sedacky (LKT)

- Kamera s monitorom

- Ochrana skiel kabiny ochrannou Zeleznou mreZou

- Predohrev motora

PRIDAVNE ZARIADENIA
- Harvestorova hlavica NISULA 425C, 425H, 500C alebo 500H
- Stinacie hlavice Nisula 205E, Nisula 285E alebo 285E+
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OVERALL DIMENSIONS AND WEIGH

Length: 10 120 mm

Width: 2 550 mm 18 500 kg
Height: 3 520 mm

CAB, slewing seat
security, reinforced, inclinable, meets ROPS, FOPS, OPS regulations,
equipped with safety glass LEXAN-MARGARD

ENGINE

Model: CUMMINS 6,7, 6 cylinder

Type: 4-stroke, turbo-charged diesel, meets EU STG V.
Rated Power: 194 kW

Rated Speed: 2 000 r.p.m.

Fuel Tank Capacity: 200 ltrs

TRANSMISSION

Hydrostatic transmission SAUER-DANFOSS 2-gears hydraulic dropbox
with two hydromotors, axial pistonhydraulic pump, and proportional
hydraulic motor.

Maximum speed: 34 km/h

WINCH

Type: double-drum with free unwinding of rope,driven by axial hydraulic
motor SAUER-DANFOSS

Control: electro-hydraulic

Pulling Force: 2x 100 kN

Winding Speed: max. 1,2 m/sec.

Rope Diameter/Length: 13 mm / 75 m

STEERING

Full-hydraulic powersteering by articulation offrames around vertical
pivots by means of 2 hydraulic cylinders, by steering wheel with
emergency steering hydraulic pump SAUER-DANFOSS

FRAMES
Swinging front towards rear frame by axial bearing with blocking

AXLES

With electro-hydraulically controlled multi-plate service brakes
controlled by brake valve SAFIM, with hydraulically controlled
parking brake. Front axle without swinging frame, rear boogie type,
fixed planetary axles NAF
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ELECTRIC SYSTEM
Voltage: 24 V

Alternator: 70 A/28 V
Batteries: 12 V/50 Ah 2 pcs
Starter: 4 kW/24 V

HYDRAULIC SYSTEM

Working hydraulic pump: 147cm?/rev
Hydraulic tank: 155 |

Hydraulic working pressure: 240 bar

HYDRAULIC CRANE
PALFINGER Epsilon $S110 F101-N with grab FG43S

REAR LOG ARCH
inclinable, hydraulically controlled STAKE extensionon lifting frame
SPHERICAL ROLLERS on stake frame

TYRES
Size: NOKIAN 600/55-34; 600/55-26,5

OPTIONAL EQUIPMENT

- Remote control of winch and travel

- Hydraulic crane with grapple (above the winch)

- Clambunk on lifting subframe

- Anti-skid chains

- Air-conditioner

- Additional lights set (one the cab roof)

- Tyres: NOKIAN 710/65-34; 710/55-26,5

- Radio (USB)

- Bio oil

- Hydraulic crane PALFINGER Epsilon X120 F102; X140 F102

- Grab PALFINGER FG57X

- Toolboxes on the front blade - storage boxes - 2 pcs

- Two-speed winch 2x120, rope diameter/lenght: 13 mm/120m

- Rotating workstation - seat with mechanical swivelling
and electric brake

- Protective seatcovers (LKT)

- Camera incl. monitor

- Cab protection with protective iron grid

- Engine preheating

ATTACHMENTS
- Harvestor head NISULA 425C, 425H, 500C, 500H
- Cutting head Nisula 205E, Nisula 285E, 285E+
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»Vyrobca si vyhradzuje pravo vyvojom podmienenych zmien voci konstrukénému vyhotoveniu, popisu a obrazovym castiam, ktoré s uvedené v tejto brozare*.
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